
Ref.-No. 200 513-185 

Min. effective height approx. 40’’ / 1.02 m 

Max. effective height approx. 67’’ / 1.67 m 

Retracted length approx. 44’’ / 1.10 m 

Holding screw 5/8’’ x  11 thread 

Weight approx. 17 lbs. / 7.60 kg 

Tripod plate flat, Ø 6.5’’ / 67 mm  

Surveyors’ Grade Wooden Tripod with 
Quick Clamp

Features: 

– Wooden parts made of finest European hard wood 

– Plastic-coated wooden legs for utmost durability 

– Large round tripod head made of aluminum, powder-coated 

– Snap Cap 

– Break-proof quick release levers, made of aluminum 

– Brass hinge pins for extra stability 

– Tripod shoes made of aluminum w/ replaceable steel points 

– Carrying strap 

– In accordance with ISO 12858-2-H 
 

Suitable for: 

– Robitic total stations 

– Total stations 

– Digital levels 

– Theodolites 

– Heavy-duty rotating lasers

Product Information

Nedo 
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Technical data subject to change

NEW! Leg locking system without a strap 
Nedo’s innovative system for locking the tripod legs eliminates the need 

for straps to hold legs in place for transport. The tripod legs snap togeth-

er automatically when they are pushed in. It’s quick and convenient. No 

more troublesome strapping to lock the legs. 

To release the lock, first pull out the leg with the printed Nedo logo. The 

legs immediately unlock and you can set up the tripod. 
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Video Leg locking system 


