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                 All safety equipment should be selected in conjunction with an approved safety program that assesses your specific hazards. The selection and use of specific products sold by 
Majestic is exclusively within the control of, and remains the sole responsibility of the customer. Many variables beyond the control of Majestic affect the results obtained in applying
these products. Inappropriate selection and/or use of safety products may cause serious injury.

HIGH VISIBILITY MESH VEST
ANSI CLASS 2, TYPE R

Ordering Information - Yellow

Item Size UPC

75-3209/S S 731791157573

75-3209/M M 731791047355

75-3209/L L 731791047362

75-3209/X1 X1 731791047379

75-3209/X2 X2 731791047386

75-3209/X3 X3 731791047393

75-3209/X4 X4 731791047409

75-3209/X5 X5 731791047416

Ordering Information - Orange

Item Size UPC

75-3210/S S 731791161013

75-3210/M M 731791161006

75-3210/L L 731791160993

75-3210/X1 X1 731791161020

75-3210/X2 X2 731791161037

75-3210/X3 X3 731791161044

75-3210/X4 X4 731791161051

75-3210/X5 X5 731791161068

Technical Data

Material 100% Mesh Polyester

Protection ANSI Class 2, Type R

Sizes S-5X

Color High visibility yellow
High visibility orange

Packaged 50ea/case

Case Size WEIGHT: 22 lbs
DIMENSIONS: 19.7 x 11.8 x 9.8 in

COO China

SPECIFICATION
SHEET

75-3209
75-3210

 High visibility yellow or orange polyester
mesh vest

 Zipper closure
 DOT striping
 Includes six pockets, two chest and four

on the waist
 Radio tabs
 Meets ANSI/ISEA 107-2015 Class 2

Type R Standard

Also Available

75-3217

High visibility yellow mesh vest with one
inside waist pocket, one chest pocket, and
DOT striping. Zipper closure. ANSI Class 2,
Type R.

75-3215
High visibility yellow mesh vest. Great to wear
over heavy clothing. DOT striping and zipper
closure. ANSI Class 2, Type R.

75-3219
High visibility yellow mesh vest with five point
breakaway velcro closures. DOT striping and
X pattern on back. ANSI Class 2, Type R.


