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HIGH VISIBILITY WATERPROOF RAIN
JACKET WITH DOT STRIPING

All safety equipment should be selected in conjunction with an approved safety program that assesses your specific hazards. The selection and use of specific products sold by
Majestic is exclusively within the control of, and remains the sole responsibility of the customer. Many variables beyond the control of Majestic affect the results obtained in applying
these products. Inappropriate selection and/or use of safety products may cause serious injury.

Ordering Information

Item Size UPC

75-7301/M M 731791121918

75-7301/L L 731791121925

75-7301/X1 X1 731791121932

75-7301/X2 X2 731791121949

75-7301/X3 X3 731791121956

75-7301/X4 X4 731791121963

75-7301/X5 X5 731791121970

75-7301/X6 X6 731791121987

Technical Data

Material 100% Polyester with Polyurethane
coating

MIL Thickness 0.42 mm

Classification ANSI Class 3, Type R

Sizes M-6X

Color High visibility yellow

Packaging 20ea/case

Case Size WEIGHT: 20 lbs
DIMENSIONS: 15” X 11” X 15.4”

COO China

SPECIFICATION
SHEET

75-7301

 High visibility yellow polyester rain
jacket with polyurethane coating

 Breathable and stretchable
 Double welded waterproof seams
 Outer pockets with snap closure storm

flaps
 Zipper closure with snap closure storm

flaps
 Concealed hood with zipper closure
 Elastic wrists and pull string waist for

superior fit
 3M Scotchlite™ reflective striping with

contrasting orange DOT striping
 Unlined for warm weather comfort
 Meets ANSI 107-2015 Class 3, Type R

Standard

Also Available

75-7303

High visibility yellow 48” long rain coat
with PU coating and DOT striping.
Breathable & stretchable. ANSI Class 3,
Type R.

75-7351
High Visibility yellow rain pants with
polyurethane coating and DOT striping.
Breathable & stretchable. ANSI Class E.

75-1351/75-1352 High visibility yellow or orange water-
proof rain jacket. ANSI Class 3, Type R.

75-7303 75-7351 75-1351/75-1352


