
 ,  , Ep, Eq.

- 1 /5 A, 100/ 400 V  or

• Programmable analog output 0/4…20 mA.

Output type
~/0.5 A~,

number of cycles 1 x 105

Analog
  lack or 1 x ( )  0/4..20 mA,
  Rload =  0...250 Ω

 Program
eCon

AC

0/4...20 mA RS
485

Basic error

  5 A
  32 A*
  63 A*

0.005 ... 1.200 A~
0.025 ... 6.000 A~
0.160 ... 38.40 A~
0.315 ... 75.60 A~

±0.2%

Voltage L-N
  100 V
  400 V

5 ... 120 V
20 ... 480 V 

±0.2%

Frequency  (f) 45.0...66.0...100 Hz ±0.2%

  version   1/5 A
  version  32/63 A

-2.88 kW ...1.00 W ... 2.88 kW
-32.29 kW ...1.00 W ... 32.29 kW

±0.5%

  version   1/5 A
  version  32/63 A

-2.88 kvar ...1.00 var ... 2.88 kvar
-32.29 kvar ...1.00 var ... 32.29 kvar

±0.5%

  version  1/5 A
  version   32/63 A

±0.5%

-1...0...1 ±0.5%
Tangens  -1.2...0...1.2 ±1%
 0...359 ±1%

±0.5%

0 ... 999 999.9 kvarh  or  9 999.999 Mvarh ±0.5%

M�������  ������ ���  ����� �

RTC

MOD
BUS

1/5 A

RS
485

direct measurement indirect measurement

NEW!

Supply
line

1-phase
motor N27P

Supply
line

1-phase
motor N27P

Feature

Inputs

Outputs

Galvanic
Isolation



53 x 110 x 60 mm

0.2 kg

noise immunity
noise emissions
basic
2

voltage

< 2000 m

85...253 V a.c. 40...400 Hz; / 90...300 V d.c.
in supply circuit  ≤
in voltage circuit  ≤

≤ ≤
23...55°C

25 ... 95% 

1.2 s
2.2 s
15 min
0...40... 400 A/m
voltage input: 2 UN (max. 1000 V) N

voltage: 1,2 UN N

X X X X

1 A / 5 A AC 1
32 A /63 A AC 2
Outputs:

1
2

Version:
00

P
English E
Other* X

:
0
1
X

Example of order:
The code: N27P - 1 1 00 E 0 means:

  N27P
        1

1
      00
        E - user's manual in English 
        0 - .

Mode
8N2, 8E1, 8O1, 8N1 4.8; 9.6; 19.2; 38.4; 57.6; 115.2  kbit/s
8N2 9.6 kbit/s

N

1 2 3 4 5 6

a b

A B

See Also

Rail Mounted -1 Phase Network Meter - RN27P

Standard
Custom-made*

Without extra quality requirements
With an Extra quality inspec�on cer�ficate
Acc. to customer's requirements*
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