
  N30O 

• 3-colour display (14 mm high), programmable in 3 ranges

RS
485Supply

Modes
8N2, 8E1, 8O1, 8N1 4.8, 9.6, 19.2, 38.4, 57.6, 115.2 kbit/s

Outputs
Output kind

output
load-carrying capacity 250 V a.c./ 0.5 A a.c.

load-carrying capacity 250 V a.c./ 0.5 A a.c.
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Inputs

Input signal: Input kind
Maximal 

frequency 
of input signal

Class

Voltage 5...36 
V d.c.

-19 999..99 999 10 kHz/ 8 kHz ±1 pulse

Frequency < 10 kHz 0.05..99 999 Hz 100 kHz 0.01

Frequency > 10 kHz 1...99 999 Hz (measuring 0.01

0.05...99 999 [rpm]
100 kHz

0.01
0.0001...11 [s] 0.01

0.0001...3600 [s] 0.01
0...99 999 [h] 0.5 sec/ 24 hours

Encoder -19 999...99 999 10 kHz
00.00...23.59 0.5 sec/ 24 hours

Features

Inputs

Outputs

Galvanic
Isolation



  N30O 

three-colour display (color changes depending on 

< 0.2 kg
96 ´  48 ´  93 mm +0,6 ´  45+0,6 mm

Noise immunity
Noise emissions
basic
2

< 2000 m

Supply voltage 85...253 V a.c. (40...400 Hz) or d.c.,
20...40 V a.c. (40...400 Hz) or d.c.

23...55°C
25...95% 
any
0...400 A/m

Ordering

Order example:  The code N30O - 1 0 01 00 E 0 means:

1  - supply: 85...253 V a.c./d.c.

E - English language

protocol for recording 
data measured by 

module. For readout 

pulses through  

Supply Supply

30 mA30 mA

Code Unit Code Unit Code Unit
00 lack of unit 20 40 szt.
01 V 21 41 imp
02 A 22 Hz 42
03 mV 23 kHz 43 m/s
04 kV 24 Ω 44 l/s
05 mA 25 kΩ 45 obr/min
06 kA 26 °C 46 rpm
07 W 27 °F 47 mm/min
08 kW 28 K 48 m/min
09 29 % 49 l/min
10 var 30 50 m3/min
11 kvar 31 pH 51 szt./h
12 Mvar 32 kg 52 m/h
13 33 bar 53 km/h
14 34 m 54 m3/h
15 35 l 55
16 kWh 36 s 56 l/h
17 37 h
18 kvarh 38 m3

19 Mvarh 39 obr

Table 1. Ordering codes:
N30O - X X X X

Supply:
85...253 V AC (40...400 Hz); 320 V DC 1
20...40 V AC (40...400 Hz) 20...60 V DC 2

lack
OC output, RS485 (Port 2), analog output
OC output, RS485 (Port 2), analog output,
switched-over relay outputs
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See Also

Unit code ACC. to the Table -1

Standard
Custom-made*

Without Extra Requirements
With an extra quality inspec�on cer�ficate
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