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Measured value L1 L2 L3 S
  1 A ~
  5 A ~

  63 A ~

0.002...1.20 A or kA *
0.010...6.00 A or kA *    ±0.5% 

0.10...76.0A~
Voltage L-N    57,7 V ~

  230 V ~
  290 V ~

2.80 ...70.0 V or kV*
10.0 ... 276 V~    ±0.5% 
14.0 ... 348 V~

Voltage L-L    100 V ~
  400 V ~
  500 V ~

5.00 ... 120 V or kV*
20.0 ... 480 V~    ±1% 
25.0 ... 600 V~

Frequency 47.0 ... 63.0 Hz ±0.5% 

W, 

power 0.00 ... 999

0.00 ... 999

energy 0.0 ... 999999.9 

   -1 ... 0 ... 1 ±1% 
   +1.2 ... 1 ...1.2 ±1% 

o:
 of the voltage transformer: 0.1…4000.0)
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Kind of Outputs

Measuring Range Basic Error**

Features

Inputs

Outputs

Galvanic
Isolation



Ordering

Free eCon program 
for programming 

dout  field   display, monochroma�c with backlit
Wei

105 ´ 110 ´ 60 mm

Electromagn

 requirements acc. to 61010-1

Supply voltage 85...253 V a.c., 90...300 V d.c.
20...40 V a.c., 20...60 V d.c.

any
  field 0...40...400 A/m

voltage inputs (5 sec):  2 Un
- 1 ersion In 63 A)

er consump�on

1 A/5 A (X/1; X/5)
63 A

3 x 57.7/100 V
3 x 230/400 V
3 x 290/500 V

85...253 V AC, 90...300 V DC
20...40 V AC., 20...60 V DC
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See Also

Without extra quality requirements
With an extra quality inspec�on cer�ficate
Acc. to customer's request*
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