
Security Access That Fits Your Needs
The PL100 simplifies door access with numerical code entry, rfid card reader, 
and emergency key access for up to 200 users (codes and card users). This 
stylish silver finish digital door lock is ideal for: Offices, Home, Factories, 
Warehouses, Healthcare Settings, and anywhere that access restriction is 
necessary. No wiring is needed.

®PL100
Electronic Digital Door Lock

Model PL100

 Sturdy zinc alloy construction with silver finish

 Lever handle that is reversible to fit both left and right handed doors

 Unlocks by numeric code and/or RFID cards (up to 200 users), and by 
emergency key access

 Try failure sleeping mode to prevent illegal attempts
 Low battery alert 
 1 year warranty

*Please note: Digitial door lock is for indoor use only*



 PL100 Digital Lock

 2 Prox Badges

 Installation Guide 
and Function Guide

 2 Keys

   Easy to install
   Easily enable/disable codes or cards 
   Master reset capable
  Standard keys for emergency access
  Battery powered (1 year battery life)

  Fits right and left sided doors

  Extender kit included for custom width doors
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PART # DESCRIPTION

PL100 Digital Door Lock

42454 Prox Badge (15pk)

42968 Badge Holder/Lanyard (25pk)

42468 Prox Key Fob (5pk)

UPC 044942798670

Part# PL100

Front Panel Size 
(WXHXD) 

2.67” x 6” x 3.25”

Back Panel Size
(WXHXD)

2.67” x 6” x 3”

Weight 4lbs

Power Requires 4 AA Alkaline Batteries 
(not included)

Battery Life 1 Year

Color Silver

Mounting Left or Right Handed Door

Warranty 1-year manufacturer’s limited warranty

Card Frequency 13.56MHZ

Card Type Pyramid Prox Card or Fob

Reading Distance 1.5CM/0.6”

Low Voltage Alert

Static Current ≤120uA

Dynamic Current <200mA

Working Temp -20° to 55°C/-4° to 131°F

Storage Temp -30° ~ 70° C/-22° to 158°F

Working Humidity 15%RH ~ 93%RH


