
TL221 SureGrip™ Test  
Lead Extensions Set
One pair (red, black) silicone- 
insulated leads with safety-
shrouded, 4 mm (0.16 in) banana 
plugs. 
•  Couplers have  female connec-

tors on both ends 
• Safety rating: CAT IV 600 V, 

CAT III 1000 V, 10 A 

TL222 SureGrip™ Silicone 
Insulated Test Leads
One pair (red, black) silicone-
insulated test leads (red, black) 
with safety-shrouded, 4 mm  
(0.16 in) banana plugs. 
•  Right angle connectors on both 

ends

Modular test leads
Modular test leads provide the convenience of attaching clips, hooks and grabbers, as 
needed. All of these leads are 1.5 m (59 in) long, offer reinforced strain relief, and include 
banana jack terminations that allow a great variety of test lead configurations. 

TL224 SureGrip™  
Insulated Test Leads
One pair (red, black) silicone-
insulated test leads with 
safety-shrouded 4 mm (0.16 in) 
banana plugs.
•  Right angle connector on one 

end and straight connector on 
the other 

• Safety rating: CAT IV 600 V, 
CAT III 1000 V, 10 A 

TL27 Heavy-duty Test  
Lead Set
One pair (red, black) rugged, 
EPDM-insulated test leads with 
safety-shrouded 4 mm (0.16 in) 
banana plugs.
•  Straight connectors on both 

ends
• Safety rating: CAT III 1000 V, 

10 A  
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Test lead holder

H900 Test Lead Holder
Heavy-duty holder for conve-
niently storing test lead wires.
•  Mounting holes for securing to 

wall or other surfaces
• For test lead wires up to 8 mm 

(0.31 in) in diameter
• Overall dimensions (LxWxH): 

27.9 cm x 8.9 cm x 3.2 cm  
(11 in x 3.5 in x 1.25 in) 
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Superior gripping 
surface made from 
thermoplastic rubber

SureGrip™ accessories
SureGrip accessories were designed to  

provide a reliable grip in slippery hands. 
Rubber-overmolded surfaces and  

finger-hugging curves give the user 
a comfortable, steady hold on the 

accessory so they can focus on 
making an accurate measurement. 
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Ergonomic 
design
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